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son™ knowledge manager system may receive an input
question which it then parses to extract the major features of
the question, that in turn are then used to formulate queries
that are applied to the corpus of data. Based on the appli-
cation of the queries to the corpus of data, a set of hypoth-
eses, or candidate answers to the input question, are gener-
ated by looking across the corpus of data for portions of the
corpus of data that have some potential for containing a
valuable response to the input question.

[0027] The IBM Watson™ system then performs deep
analysis on the language of the input question and the
language used in each of the portions of the corpus of data
found during the application of the queries using a variety of
reasoning algorithms. There may be hundreds or even thou-
sands of reasoning algorithms applied, each of which per-
forms different analysis, e.g., comparisons, and generates a
score. For example, some reasoning algorithms may look at
the matching of terms and synonyms within the language of
the input question and the found portions of the corpus of
data. Other reasoning algorithms may look at temporal or
spatial features in the language, while others may evaluate
the source of the portion of the corpus of data and evaluate
its veracity.

[0028] The scores obtained from the various reasoning
algorithms indicate the extent to which the potential
response is inferred by the input question based on the
specific area of focus of that reasoning algorithm. Each
resulting score is then weighted against a statistical model.
The statistical model captures how well the reasoning algo-
rithm performed at establishing the inference between two
similar passages for a particular domain during the training
period of the IBM Watson™ QA system. The statistical
model may then be used to summarize a level of confidence
that the IBM Watson™ QA system has regarding the evi-
dence that the potential response, i.e. candidate answer, is
inferred by the question. This process may be repeated for
each of the candidate answers until the IBM Watson™ QA
system identifies candidate answers that surface as being
significantly stronger than others and thus, generates a final
answer, or ranked set of answers, for the input question.
More information about the IBM Watson™ QA system may
be obtained, for example, from the IBM Corporation web-
site, IBM Redbooks, and the like. For example, information
about the IBM Watson™ QA system can be found in Yuan
etal., “Watson and Healthcare,” IBM developerWorks, 2011
and “The Era of Cognitive Systems: An Inside Look at IBM
Watson and How it Works” by Rob High, IBM Redbooks,
2012.

[0029] Types of information handling systems that can
utilize QA system 100 range from small handheld devices,
such as handheld computer/mobile telephone 110 to large
mainframe systems, such as mainframe computer 170.
Examples of handheld computer 110 include personal digital
assistants (PDAs), personal entertainment devices, such as
MP3 players, portable televisions, and compact disc players.
Other examples of information handling systems include
pen, or tablet, computer 120, laptop, or notebook, computer
130, personal computer system 150, and server 160. As
shown, the various information handling systems can be
networked together using computer network 102. Types of
computer network 102 that can be used to interconnect the
various information handling systems include Local Area
Networks (LLANs), Wireless Local Area Networks
(WLANSs), the Internet, the Public Switched Telephone
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Network (PSTN), other wireless networks, and any other
network topology that can be used to interconnect the
information handling systems. Many of the information
handling systems include nonvolatile data stores, such as
hard drives and/or nonvolatile memory. Some of the infor-
mation handling systems shown in FIG. 1 depicts separate
nonvolatile data stores (server 160 utilizes nonvolatile data
store 165, and mainframe computer 170 utilizes nonvolatile
data store 175. The nonvolatile data store can be a compo-
nent that is external to the various information handling
systems or can be internal to one of the information handling
systems. An illustrative example of an information handling
system showing an exemplary processor and various com-
ponents commonly accessed by the processor is shown in
FIG. 2.

[0030] FIG. 2 illustrates information handling system 200,
more particularly, a processor and common components,
which is a simplified example of a computer system capable
of performing the computing operations described herein.
Information handling system 200 includes one or more
processors 210 coupled to processor interface bus 212.
Processor interface bus 212 connects processors 210 to
Northbridge 215, which is also known as the Memory
Controller Hub (MCH). Northbridge 215 connects to system
memory 220 and provides a means for processor(s) 210 to
access the system memory. Graphics controller 225 also
connects to Northbridge 215. In one embodiment, PCI
Express bus 218 connects Northbridge 215 to graphics
controller 225. Graphics controller 225 connects to display
device 230, such as a computer monitor.

[0031] Northbridge 215 and Southbridge 235 connect to
each other using bus 219. In one embodiment, the bus is a
Direct Media Interface (DMI) bus that transfers data at high
speeds in each direction between Northbridge 215 and
Southbridge 235. In another embodiment, a Peripheral Com-
ponent Interconnect (PCI) bus connects the Northbridge and
the Southbridge. Southbridge 235, also known as the I/O
Controller Hub (ICH) is a chip that generally implements
capabilities that operate at slower speeds than the capabili-
ties provided by the Northbridge. Southbridge 235 typically
provides various busses used to connect various compo-
nents. These busses include, for example, PCI and PCI
Express busses, an ISA bus, a System Management Bus
(SMBus or SMB), and/or a Low Pin Count (LPC) bus. The
LPC bus often connects low-bandwidth devices, such as
boot ROM 296 and “legacy” 1/O devices (using a “super
1/0” chip). The “legacy” /O devices (298) can include, for
example, serial and parallel ports, keyboard, mouse, and/or
a floppy disk controller. The LPC bus also connects South-
bridge 235 to Trusted Platform Module (TPM) 295. Other
components often included in Southbridge 235 include a
Direct Memory Access (DMA) controller, a Programmable
Interrupt Controller (PIC), and a storage device controller,
which connects Southbridge 235 to nonvolatile storage
device 285, such as a hard disk drive, using bus 284.

[0032] ExpressCard 255 is a slot that connects hot-plug-
gable devices to the information handling system. Express-
Card 255 supports both PCI Express and USB connectivity
as it connects to Southbridge 235 using both the Universal
Serial Bus (USB) the PCI Express bus. Southbridge 235
includes USB Controller 240 that provides USB connectiv-
ity to devices that connect to the USB. These devices include
webcam (camera) 250, infrared (IR) receiver 248, keyboard
and trackpad 244, and Bluetooth device 246, which provides



